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TOM-003 MOTORISED GYROSCOPE 

   

RANGE OF EXPERIMENTS TO BE CARRIED OUT: 

1. To Study the gyroscope. 

2. To calculate gyroscopic effect Practically and Theoretically. 

 TECHNICAL DESCRIPTION : 

 The  setup   consists   of    the   motor coupled to the disc rotor, which   is   balanced.    

The   disc  shaft   rotates   about XX axis into   ball  bearing housed in the frame .  

This frame swing about   Y-Y   axis   in bearings provided in the yoke type frame.    In   

steady   position,    frame      is   balanced by providing   a   weight   pan  on the 

opposite side of the motor.  The   yoke   frame   is free to rotate about vertical axis Z-

Z.  Thus freedom of rotation about three perpendicular axis is given to the rotator. 

The speed of motor is varied by using autotransformer. Speed of motor is measured 

by using tachometer. 

 DIMENSIONS AND WEIGHT : 

Size :0.5 m.(L)x 0.5 m(W) X 0.7m ( H ) 
Weight :Approx. 20 Kg 
 

SERVICE REQUIRED :   230 v Ac Supply 50 Hz 

SCOPE OF  DELIVERY: 

1. Experimental Setup 

2. Instructional Manual 

OPTIONAL FACILITY: Data logging Facility 


